Questions for a personalized FutureOS Cartridge (11.08.2022)

These questions allow the adaptation of your personal FutureOS version to your
hardware equipment. This will enhance the features of your applications.

All the selected features of the Cartridge version can be changed temporary
using the "Config OS"™ utility.

Please make a cross at the sites marked with an "O" if they apply.

1. Does your CPC has a Real Time Clock (RTC)?

O there is no RTC or Smart Watch.

O Real-Time clock from the M4 board. The M4 ROM has ROM position: .

O my CPC owns the Dobbertin Smart watch / clone from DXS, it has the following
ROM-number: (Number of RTC, NOT number of Time-ROM) .

O I've the following RTC: with ROM number:

2. The following drives are connected at my INTERNAL FDC.

The internal FDC is the FDC which is included in the 6128plus.

The internal 3” drive is singlesided, has 40 tracks and a 10 ms steprate.
Whereas external 3.5” B-drives are usually doublesided, 80 Tracks, 4 ms.
There is a hardware patch which allows to connect four drives.

O Drive A (DS 0) 1is connected: it has O 40 tracks / O 80 tracks.

Drive is: O singlesided / O doublesided. Step-rate-time: ms.
O Drive B (DS 1) is connected: it has O 40 tracks / O 80 tracks.

Drive is: O singlesided / O doublesided. Step-rate-time: ms.
O Drive C (DS 2) 1is connected: it has O 40 tracks / O 80 tracks.

Drive i1s: O singlesided / O doublesided. Step-rate-time: ms.
O Drive D (DS 3) 1is connected: it has O 40 tracks / O 80 tracks.

Drive is: O singlesided / O doublesided. Step-rate-time: ms.

3. The following drives are connected at my EXTERNAL FDC.

The EXTERNAL FDC is the FDC of the Vortex F1-D, F1-S5, M1-D or M1-S floppy disc
systems. This FDC has another base address. It can work with up to four drives.
These four drives are named E, F, G and H under FutureOS.

O Drive E (DS 0) is connected: it has O 40 tracks / O 80 tracks.

Drive is: O singlesided / O doublesided. Step-rate-time: ms.
O Drive F (DS 1) is connected: it has O 40 tracks / O 80 tracks.

Drive is: O singlesided / O doublesided. Step-rate-time: ms.
O Drive G (DS 2) 1is connected: it has O 40 tracks / O 80 tracks.

Drive is: O singlesided / O doublesided. Step-rate-time: ms.
O Drive H (DS 3) is connected: it has O 40 tracks / O 80 tracks.

Drive is: O singlesided / O doublesided. Step-rate-time: ms.

If you own another drive-system, please write it down below and try to give
precise information about the number of Tracks and sides, the step-rate-time and
the number of drives (inclusive DS = drive select). This should be enough to
include your system into FutureOS.

4. The following hard-disc-systems are connected:

O my CPC has no hard-disc O X-MASS (ACME) or SYMBiFACE II

O Dobbertin HD20. O Vortex Hard-disc with MB
O IDE8255 from Jarek Adamski O M4 expansion

O other system. Please provide a description!



5. Is there a tape-drive connected?

0
)

My 6128plus has no tape-drive
There is a tape-drive connected to my 6128plus.

6. My system has the following serial interface(s):

O O OO0OO0

Amstrad serial interface with Z80-SIO connected
Schneider serial interface with Z80-STI connected
Vortex serial interface with Z80-SIO connected
Valcom serial interface with Z80-SIO connected
USIfAC serial interface connected

7. My CPC has a: O monochrome monitor // O colour-monitor.

8. My CPC model is: O 464plus // O 6128plus
O Conversion of GX4000 // 0
9. My CPC has (sometimes) a Digiblaster: O yes // O no
There is a WizCat-network (VN96).......: O yes // O no
The MultiPlay device is connected......: O yes // O no
The SPARtan mode shall be activated....: O yes // O no
Use MacDeath Icon set for Desktop......: O yes // O no
FutureOS should use numbers in.: O hexadecimal // O decimal
Click A-M will show DIR automatically..: O yes // O no
Time and Date are shown as Desktop ... icons O // O as text at the bottom

When Spartan Mode is on, then the Desktop shows only the icons you
actually can use. Else all icons are shown all the time.

The MacDeath Icon set provides a different set of icons for the Desktop.
Using hexadecimal numbers is the standard. Decimal isn’t implemented all
over by now. Critics & Comments are welcome.

If you choose “show DIR automatically” then the DIRectory of a disc will
be read and displayed after you click at a drive icon. Else you have to
click at the DIR icon manually, which is better if you work with more
drives at the same time.

My FutureOS should speak in the following language:
O English // O French // O Spanish // O German

My mother language is:

10. Colours: My Plus shall use the following colours for FutureOS:

BORDER: , Background: , Pen 1: , Pen 2: ,
Pen 3: . Or...

O my Plus shall use standard colours (black paper and white pen)

11. Cartridge Format: My cartridge shall be...
O Purity-Cartridge (contains only FutureOS, direct start of the 0S3)
O Combination Cartridge (contains FutureOS, CPC-0S, BASIC, CP/M, HxC ROM, CA4CPC

ROM,

That’s it! Please read all the information carefully to avoid errors. If you

SymbOS and the Burnin Rubber game)

have any questions or comments please email me at: FutureSoftlgmx.de.
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